TPS

Qua can E2-10 mg
PAC PIEM NOI BAT

- Cép chinh xac E2: khong hdc diéu chinh.
- Theo tiéu chuén do ludng quc t& OIML.
- Theo tiéu chuan do ludng PLVN 50:2009.
- Hiéu chuén chuan theo do luong DLVN 285:2015.
- Chat lidu: INOX 316 (thép khong gi).

- Hop dung: Nhya ABS mau tring

- PBinh danh: 10 mg

- Sai s6 cho phép (+/-): 0.008 mg

- Khéi luong riéng: 7.94-7.96 g / cm’

- T tinh: <8uT

- Hinh dang: tam giac

- Ung dung: Kiém dinh /hi¢u chuan cén cip chinh

~

xac I va II, IIT) Kiém tra ndi bd cho can thong
Qlung, can phan tich, can k¥ thuat. )

E2-10 mg

Qua can E2-10 mg

Hang san xuat: Changzhou Accurate Weight Co.,Ltd

Théng s6 ky thuat:
MODEL E2-10 mg
Dinh danh 10 mg
Héc diéu chinh Khong hdc diéu chinh
Chat liéu Inox 316 (thép khong gi)
Hinh dang Hinh tam giac
Sai s6 cho phép (+/-) 0.008 mg
Khéi luong riéng 7.94-7.96 g / cm’
Tur tinh <8uT

Kich thudc hop

(@39 x chiéu cao 56) mm

Hop dung

Hop nhya ABS mau tréng

Hiéu chuan

DPLVN 50:2009 hodac BLVN 285:2015

Trong lugng

0.020 kg
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E2-10 mg Calibration Weights

Manufacturer: Changzhou Accurate Weight Co.,Ltd

E2-10 mg Calibration Weights

Product Description
OIML: E2 N

- Value: 10 mg

- Shape: Flat _
- Structure: Solid «
- Material: Stainless Steel

- Density: 7.94-7.96 g/cm?;

- Magnetic Susceptibility: <0.08

- Package: ABS box

- Calibration: BPLVN 50:2009 or BPLVN 285:2015
- Tolerance: + 0.008 mg - N
Applications: Verification and calibration of Class h
I, II, and IIT weighing instruments; internal testing
of general-purpose scales, analytical balances, and
kprecision balances. )

Product Description:

OIML E2
Value 10 mg
Structure Solid
Material Stainless Steel
Shape Flat
Tolerance (+/-) 0.008 mg
Density 7.94-7.96 g / cm’
Magnetic Susceptibility <0.08
Box Dimensions (939 x 56) mm
Package ABS box
Calibration DLVN 50:2009 or DPLVN 285:2015
Gross Weight 0.020 kg
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